I

CHINASTAR

Dedicated to Developing High-end Industrial
Pressure Sensors for Nearly 10 Years

Chinastar has been focusing on the research and production of
pressure sensors for more than 20 years. it has become a well-known
professional manufacturer of smart sensors and integrated solutions for
Internet of Things (Smart City/Smart Manufacturing) in China and
around the world.

MCS (Metal Coalesce System) represents a world-class
innovative high-end pressure sensor technology originally created by
Chinastar.Chinastar owns the complete independent intellectual
property rights and knowhow technology.

Compared with other common pressure sensors, MCS pressure
sensors are characterized by high accuracy, high stability, high reliability,
low temperature drift, low time-drift, wide temperature range and high
burst.

Because of its excellent technical characteristics, MCS high-end
pressure sensor can be widely used in aviation, space flight, marine,
high-speed train, petrochemical industry and other fields of fluid

pressure measurement.
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Petrochemical Industry

MCS (Metal Coalesce System) represents a world-class innovative high-end pressure sensor technology
originally created by Chinastar M&C. Chinastar owns the complete independent intellectual property rights
and knowhow technology.

Product Parameters

Range: 0~0.5..50MPa Non-linearity: =0.1%F.S. Input/Output Impedance: >1600Q

Overload Pressure: 2X Hysteresis: =0.02%F.S. Response Frequency: 1kHz

Burst Pressure: =20X (=<1100MPa) Repeatability: =0.02%F.S. Pressure Cycle Life: 108Cycles (25°C)
Operating Voltage: 2~10VDC T.C. Zero (Full-scale): 0.0025%F.S./°C Elastic Material: 17-4PH Stainless Steel
Output Sensitivity: 1.0~2.0mV/V T.C. Span (Full-scale): 0.0025%F.S./°C Applicable Media: Fluids Compatible

Zero Output: =+0.5mV/V Long-term Stability: <0.05%F.S./Y with 17-4PH

Operation Temperature: -65°C~175°C Insulation Resistance: =2GQ@250V Dimensions: a) Gauge: @19xH8
Compensation Temperature: -50°C~150°C Electric Strength: =1000VAC b) Absolute/Sealed Gauge: @19xH13
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