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About Finecables

Finecables, established in 2003, is committed to being the world's leading
manufacturer in industrial connectivity. At Finecables, we combine a strong
customer focus along with a wealth of practical industry experience in order to
provide our clients all around the world with reliable and innovative connectivity
products as well as excellent customer service. Additionally, we continue to
extend our self-owned brand @ Finecables® in various applications by
developing customized products, which cover not only PUSH PULL connectors &
industrial connectors, but also electronic interconnection and data networking.
Our production capacity is already more than 50 million PCS yearly.

Corporate Culture

Finecables’ corporate culture consists of passion, dedication and commitment.
We are greatly enthusiastic about what we do and helping our customers realize
their dreams and ambitions. We are committed to industrial connectivity and
place great emphasis on building long-term partnerships and mutually
beneficial relationships with both customers and suppliers. Very simply, we are
your ideal business partner!

Through continuous innovation and cutting edge research and development, we continue to expand our product
portfolio vastly beyond wire harnesses and industrial connectors. Our current portfolio includes:

e Circular Connectors for industrial applications:(M5/M8/M9/M10/M12/M16/M20/7/8" /M23/RD24)

e Solenoid Valve Connectors for Pneumatic, hydraulic and electro-magnetic applications (Size A/B/C)

e Industrial I/O Connectors for data transmission network (USB/RJ45/Mini-Din/D-SUB/UHF)

e ISO-BUS Connectors and Junction Boxes for field-BUS networkcontrol (4/6/8-port M5/M8/M12 connectors with 7/8"/

M23 connectors)

e Push-Pull Connectors for Medical/Measuring & Testing/Military and Security applications: Series B/K/T/S/250/E/L/Q/R/P

* NMEA 2000 cable connectors for marine & vessels

o Temperature Sensor Probe and Wire/Cable Harness

* Customized Solutions

02 | www.finecables.com
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R&D

With years of experience and technological acquisition and accumulation in
industrial connectivity, the R&D team at Finecables utilizes powerful tooling
ability and productivity to continue to raise the bar for industry standards. Our
unique competitive advantage allows us to research and develop innovative
total solutions and fully realize our customer's specific requirements and
requests. So far, Finecables has developed over 20,000 kinds of connectors
totally.

Quality

Quality to finecables is what health is to human beings; the core competence of
products shall base on its superior performance and reliable quality. Our
commitments on "high quality" come from our team's comprehensive
understanding in quality. We have designed strict audit and quality control
process to assure ourselves and our suppliers are offering the best practice.
ISO9001, 15014001, 1SO45001, 15013485, ESD20.20 Certificate and NMEA, CE,
UKCA, UL represent our quality value.

Finecables fulfills the core value of "Promptness, Excellence, Awareness, and
Gratitude", by insisting our long-term partnership and win-win cooperation with
both customers and suppliers.
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M12 A-coding (Sensor and Actuator)

M12 A-coding Connector, Molded Cable, Male Straight+Female Straight

REF 44.0 L REF 41.0
s | |2
5 9 = i
. M12x1.0
m Specifications
Contacts 3 4 B 8

Certification

n@- CYJV(CYJVT).E321413

. 4% @3

Pin layout(Male) @
Pin layout(Female) B e i

o o Bo

(73]

Ambient temperature -20°C ~+85°C (flexible installation) ,-40°C ~ +85°C |fixed installation) _§
Connector insert TPU ' 9
Connector contacts Brass with gold plated =
Connector overmold TPU ) S
Coupling nut/screw Zing alloy with nickel plated o
Seal/O-ring(of Female) FKEM %
Insulation resistance =2100M0 @
Cantact resistance =5mf(l —%
Shielding Unavailable o
IP rating IP&T, IP68 in locked condition B
Mating endurance >5_C|0 cycl_es =
Rated current 4 A
Rated voltage 250V AC/DC 60V AC/DC 30V AC/DC
Wire gauge 0.34mmr (AWG22) 0.25mm’[ AWG24)

H Part Number

Customized cable ending and length

Pins Cable length PVC PUR
2m MAL2MAHDO3ST-MALZFAHDO3ST-20CB34 MAL2ZMAHDO3ST-MALZFAHDO3ST-20RB34

3 _ 5m MAL2ZMAHDO3ST-MALZFAHDO3ST-50CB34 MAL2MAHDO3ST-MAL2FAHDO3ST-50RB34
7m MAL2MAHDO3ST-MAL2FAHDO3ST-70CB34 MAL2MAHDO3ST-MAL2FAHDO3ST-T0RB34

2m MAL2MAHDO4ST-MAL2FAHDO4ST-20CB34 MAL2ZMAHD04ST-MAL2FAHDO4ST-20RB34

4 5m MAL2ZMAHDD4ST-MALZFAHDO4ST-50CB34 MAL2MAHDO4ST-MAL2FAHDO4ST-50RB34
7m MAL2MAHDO4ST-MAL2FAHDO4ST-70CB34 MAL2MAHD04ST-MAL2FAHDO4ST-T0RB34

2m MAL2MAHDOSST-MALZFAHDOSST-20CB34 MAL2MAHDOSST-MAL2FAHDOSST-20RB34

5 _ 5m MAL2ZMAHDOSST-MALZFAHDOSST-50CB34 MAL2MAHDOSST-MAL2FAHDOSST-50RB34
7m MAL2MAHDOSST-MAL2FAHDOSST-70CB34 MAL2MAHDOSST-MAL2FAHDOSST-T0RB34

2m MAL2ZMAHDOBST-MAIZFAHDO8ST-20CB25 MAL2MAHDOBST-MAL2FAHDOBST-20RB25

8 _ 5m MA12MAHDOBST-MA12FAHDO8ST-50CB25 MAL2MAHDOBST-MAL2FAHDOBST-50RB25
7m MAL2MAHDOBST-MAL2FAHDOSST-70CB25 MAL2MAHDOBST-MAL2FAHDOBST-7T0RB25

m Default wire colors

Pin No. @ @

Fin 1 BN m— [ BN — _ BN m-—
Pin2 WH _ WH

Pin 3 BU BU - BU
Pin 4 BK . BK - BE -
Pin5 GY .
Pin 6

Pin T

Pin 8
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M12 A-coding (Sensor and Actuator)
M12 A-coding Connector, Molded Cable, Male Straight+Female Straight Shielded

REF50.0 L REF47.0
. ITT Il 4
3 § :
8 || N
M12x1.0 M12x1.0
m Specifications
Contacts 2 4 2 _ 8

Certification @u CYJV(CYJVT).E321413

Pin layout(Male)

Pin layout(Female) oy
oo
(T3]
_§ Ambient temperature -20°C ~+85°C (flexible installation) ,-40°C ~ +85°C [fixed installation)
o Connectorinsert | TPU - ) -
o Connector contacts Brass with gold plated
S Connector overmold TPU
= Coupling nut/screw Zinc alloy with nickel plated
ﬁ Seal/O-ring(of Female) FKM
@ Insulation resistance =2100M0
—% Cantact resistance =5mQ
o Shielding Available
ﬁ IP rating IPET, IP&8 in locked condition
= Mating endurance | =500cycles _
Rated current 4A 24
Rated voltage 250V AC/DC [ 60V AC/DC 30V AC/DC
Wire gauge 0.34mm’ (AWG22) 0.25mm’( AWG24)
® Part Number Customized cable ending and length
Pins Cable length PVC PUR
2m MALZMSAHDO3ST-MAL2FSAHDO3ST-20CE34 MALZMSAHDO3ST-MAL2ZFSAHDO3ST-20RE34
3 5m MA12_MSAI-ID[BST—MMEFSAHDDSST—SGCBB% MA_l;EMSAHDUBST—MMZFSAHDDBST—5DRB34
m MAL2ZMSAHDO3ST-MAL2FSAHDO3ST-TOCE34 MALZMSAHDO3ST-MAL2FSAHDO3ST-TORE34
2m MALZMSAHDO4ST-MAL2FSAHDO4ST-20CE34 MALZMSAHDO4ST-MAL2FSAHDO4ST-20RE34
4 5m MAL2ZMSAHDOAST-MAL2FSAHDO4ST-50CB34 MALZMSAHDOAST-MAL2FSAHDO4ST-50RB34
m MAL2ZMSAHDO4ST-MAL2FSAHDO4ST-TOCE34 MALZMSAHDO4ST-MAL2FSAHDO4ST-TORB34
2m MALI2ZMSAHDOSST-MAL2FSAHDOSST-20CB34 MALI2ZMSAHDOSST-MAL2FSAHDOSST-20RB34
4] 5m MALZMSAHDOAST-MAL2ZFSAHDOLST-50CE34 MA12MSAHDOSST—M_MZFSAHD[JBST—5DRB34
m MAL2ZMSAHDOSST-MAL2FSAHDOSST-TOCE34 MALZMSAHDOSST-MAL2FSAHDOSST-TORE34
2m MALZMSAHDOBST-MALIFSAHDORST-20CB25 MALZMSAHDOBST-MA12FSAHDOBST-20RB25
8 5m MAHMSAHDOSST—MMEFSAHDDSST—S{}CBES MAI_LEMS.AHDOSST—MMZFSAHDDSST—SDRBZS
m MAL2ZMSAHDOBST-MA12FSAHDOBST-TOCB25 MAL2ZMSAHDOBST-MAL2FSAHDOBST-TORB25

m Default wire colors

. 0O
Pin No. @ @ @
Pin 1 BN m— _ BN m— _ BN

Pin 2 _ WH _ WH

Pin 3 BU - BU m— BU
Pin 4 _ BK - _ BK - BK -
Pin5 _ [ GY
Pin 6

Pin 7

Pin 8

Shell Braid

06 | www.finecables.com FINECABLES ENTERPRISE CO., LIMITED



M12 A-coding (Sensor and Actuator)

M12 A-coding Connector, Molded Cable, Male Straight+Female Angled

REF 44.0 L REF 36
)z 3}
wn
= §) 3
& e
L] i @
1 i
[
Mixl0—T
D14.5
m Specifications
Contacts 3 4 B 8
Certification °®'.m CYJV(CYJVT).E321413
. 4% @3
Pin layout(Male) @
Pin layout(Female) e e R
o o o
(73]
Ambient temperature -20°C~ +85°C (flexible installation) ,-40°C ~ +85°C (fixed installation) 9o
Connector insert TPU B
Connector contacts Brass with gold plated =
Connector overmold TPU ) S
Coupling nut/screw Zing alloy with nickel plated o
Seal/O-ring(of Female) FKEM %
Insulation resistance =2100M0 @
Cantact resistance =5mf(l —%
Shielding Unavailable o
IP rating IP&T, IP68 in locked condition B
Mating endurance >5_C|0 cycl_es =
Rated current 4 A
Rated voltage 250V AC/DC 60V AC/DC 30V AC/DC

Wire gauge 0.34mm’ [AWG22) 0.25mm’[ AWG24)

® Part Number Customized cable ending and length

Pins Cable length PVC PUR
2m MALZMAHDO3ST-MALZFAHDO3RA-20CE34 MALZMAHDO3ST-MALZFAHDO3RA-20RE34

3 _ 5m MALZMAHDO3ST-MAI2FAHDO3RA-50CB34 MAL2MAHDO3ST-MAL2FAHDO3RA-50RB34
7m MAL2MAHDO3ST-MAL2FAHDO3RA-70CB34 MAL2MAHDO3ST-MAL2FAHDO3RA-TORB34

2m MAL2ZMAHDO4ST-MAL2FAHDO4RA-20CB34 MAL2ZMAHD04ST-MAL2FAHDO4RA-20RB34

4 5m MAL2ZMAHDO4ST-MAI2FAHDO4RA-50CB34 MAL2MAHD04ST-MAL2FAHDO4RA-50RB34
7m MAL2MAHD04ST-MAL2FAHDO4RA-70CB34 MAL2MAHDO4ST-MAL2FAHDO4RA-TORB34

2m MAL2MAHDOSST-MAL2FAHDOSRA-20CB34 MAL2MAHDOSST-MAL2FAHDOSRA-20RB34

5 _ 5m MALZMAHDOSST-MAL2FAHDOSRA-50CB34 MAL2MAHDOSST-MAL2FAHDOSRA-50RB34
7m MAL2MAHDOSST-MAL2FAHDOSRA-70CB34 MAL2MAHDOSST-MAL2FAHDOSRA-T0RB34

2m MAL2MAHDOBST-MAI2FAHDOBRA-20CB25 MAL2MAHDOBST-MAL2FAHDOBRA-20RB25

8 _ 5m MAL2MAHDOBST-MA12FAHDOBRA-50CB25 MAL2MAHDOBST-MAL2FAHDOBRA-50RB25
7m MAL2MAHDOBST-MAL2FAHDOBRA-70CB25 MAL2MAHDOBST-MAL2FAHDOBRA-T0RB25

m Default wire colors

Pin No. @ @
Pin 1 = B -
Pin 2 WH

Pin 3 BU BU -
Pin 4 BK . BK -
Pin5

Pin 6

Pin T

Pin 8

FINECABLES ENTERPRISE CO., LIMITED

www.finecables.com! 07



v
e
o
S
]
1]
=
=
8
o
v
i)
il 2
]
o~
—
=

M12 A-coding (Sensor and Actuator)

FINErg.cs )

M12 A-coding Connector, Molded Cable, Male Straight+Female Angled (with LED indicator)

m Specifications

©14.5

REF 44.0

REF 36.0

REF 28.0

Contacts

Pin layout(Male)

Pin layout(Female)

E-)

o4
o1

-
a1

Ambient temperature
Cannector insert
Connector contacts
Cannector overmold
Coupling nut/screw

TPU

TPU

Brass with gold plated

Zinc alloy with nickel plated

Seal/Q-ring(of Female] FEM

Insulation resistance =100M0

Caontact resistance =5m(l

Shielding Unavailable N
IP rating IP67, IP68 in locked condition
Mating endurance =500 cycles

Rated current 4A

Rated voltage 250V AC/DC

Wire gauge 0.34mm" (AWG22)

-20°C ~+85°C (flexible installation) ,-40°C ~ +85°C (fixed installation)

®m Part Number

Customized cable ending and length

. PNP NPN
Pins | Cable length PVC PUR PVC PUR

_ o 2m | MADMAHDO3ST-MALZLPFO3RA-20CB34 | MATIMAHDOIST-MAIILPFI3RA-J0RB34 | MAT2MAHDO3ST-MALZLNFO3RA-20CB34 | MATZMAHDO3S - MALLNFOZRA-J0RB34
3 5m MATZMAHDO3ST-MALZLPFI3RA-S0CE34 | MATZMAHDO3ZST-MAIZL PFOZRA-S0RE34 | MATZMAHDOZST-MAL 2L NFO3RA-S0CE34 | MATZMAHDOZST-MALZLNFOZRA-S0RE34
m MALZMAHDO3ST-MAL2LPFO3RA-TOCB34 | MATZMAHDO3ST-MAL2L PFO3RA- TORB34 | MATZMAHDO3ST-MALZLNFO3RA-TOCE34 | MALZMAHDO3ST-MALZLNFO3RA-TORE34
[ 2m | ALVAHDOASTVIALILPRORRA Z0CEA MALIMAHDOISTMALZLPFOARA 0RE IMALIMAHDOSST MALZLNFOARA 20CE3A HALIMAHDOASTMALLNFOIRA 20RE%
4 5m MATZMAHDOAST-MALZL PFOMRA-SOCE34 | MATZMAHDO4ST-MALZL PFO4RA-S0RE34 | MATZMAHDOAST-MAT 2L NFO4RA-S0CE34 | MATZMAHDO4ST-MALZL NFMRA-S0RB34
Tm MATZMAHDOAST-MALZL PFOARA-TOCE34 | MATZMAHDOAST-MALL PFOARA-TORB34 | MAT2ZMAHDOAST-MAL2L NFO4RA-TOCB34 | MAIZMAHDO4ST-MATL NFO4RA-TORB34
" 2m | MAIMAHDOSSTMAIILPFOSRA-20CE34 | MATIMAHDOSST-MAL2L PFO5RA 20RB34 [MALZMAHDO5ST- MATILNFOSRA- 20CE3A | MALZMAHDOSST-MAT2LNFOSRA 20RE34
5 5m MALZMAHDOSST-MAL2LPFOSRA-S0CB34 | MATZMAHDOSST-MAL2L PFOSRA-50RB34 | MATZMAHDOSST-MALZLNFOSRA-S0CB34 | MALZMAHDOSST-MALZLNFOSRA-S0RE34
Tm MATZMAHDOSST-MALZL PFISRA-TOCE34 | MATZMAHDOSST-MAIZL PFOSRA-TOREB34 | MATZMAHDOSST-MAT 2L NFOSRA-TOCE34 | MATZMAHDOAST-MALZL NFOSRA-TORB34

m Default wire colors

Pin No. @ @
Pin 1 BN - BN -
Pin2 WH

Pin 3 BL - BU
Pin 4 BK - BK -
Pin 5

08 | wwnw.finecables.com
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M12 A-coding (Sensor and Actuator)
M12 A-coding Connector, Molded Cable, Male Straight+Female Straight

REF 44.0 L REF 41.0
w I wn
: § ===
=4 H =3
M12x1.0
: it Brown 3 r—Blue
- ) 4 Black 4 t———Black
wrg Yellow¥s  ¥*Green Yellow I Green
‘ Rl RD Rl R
3 Blue 1 Brown

PNP NPN
m Specifications

Contacts

Pin layout(Male)

Pin layout(Female)

Ambient temperature -20°C ~ +85°C (flexible installation) ,-40°C ~ +85°C (fixed installation)

Cannector insert TPU -
Connector contacts Brass with gold plated
Cannector overmold TPU

Coupling nut/screw
Seal/O-ring(of Female]

Zinc alloy with nickel plated
FKM

Insulation resistance =100M0

Caontact resistance =5mQ

Shielding Unavailable ) N
IP rating IP67, IP68 in locked condition
Mating endurance =500 cycles

Rated current 44

Rated voltage 250V AC/DC )

Wire gauge 0.34mm" [AWG22)

®m Part Number

Customized cable ending and length

: PNP NPN
Rins [Cable lengrh PVC PUR PVC PUR

L 2m  [MAIMAHDO3ST-MAIZL PHDORA-20CE34 | MALZMAHDO3ST-MALLPHDOSRA-20RB34 | MALZMAHDO3ST-MATL NHDOSRA-0CB34 | MALIMAHDO3S TMATILNHDO3RA-20RB34
3 5m MATZMAHDO3ST-MATZL PHDOBRA-S0CE34 | MALZMAHDD3ST-MAL2L PHDO3RA-S0RE34 | MATZMAHDOZS T-MAL2LNHDOZRA-S0CE34 | MAL2MAHDO3ST-MATZLNHDO3RA-50RE34
im MATZMAHDO3ST-MATZLPHDOBRA-TOCE34 | MATZMAHDO3ST-MAL2L PHDO3RA-TORE34 | MATZMAHDOZST-MAL2LNHDOZRA-TOCE34 | MALZMAHDOIST-MATZLNHDO3RA-TORE34
" 2m | MAIMAHDOST-MAI2LPHDO4RA-20CE34 | MAT2MAHDOAST-MAL2LPHDOARA: 20RB34 | MAT2MAHDOAST MAL2LNHDO4RA-20CE34 | MALZMAHDOAST-MATZLNHDOARA 20RB34
4 5m MATZMAHDO4ST-MAT2| PHDO4RA-50CB34 | MATZMAHDO4ST-MAL2L PHDO4RA-S0RE34 | MAT2ZMAHDO4ST-MAI2L NHDO4RA-50CB34 | MATZMAHDO4ST-MALZ NHDO4RA-S0RB34
m MATZMAHDOAST-MAT 2L PHDOARA-TOCE34 | MATZMAHDOAST-MAT2L PHDOARA-TORE34 | MATZMAHDDAST-MAL2L NHDOARA-TOCE34 | MALI2ZMAHDO4ST-MATZLNHDO4RA-TORB34
2m | MALMAHDOST-MALZLPHDOSRA-20CE34  MAT2MAHDOSSTMAT2LPHOOSRA 20RE34 | MALZMAHDOSST-MAL2LNHDOSRA-20CE34  MALMAHDOSST-MATOLNHDOSRA 20REA4
5 5m MATZMAHDOSST-MATZLPHDOSRA-S0CE34 | MALZMAHDOSST-MAL2L PHDOSRA-S0RE34 | MATZMAHDOSST-MAL2LNHDOSRA-S0CE34 | MAT2ZMAHDOSST-MATZLNHDOSRA-S0RE34
m MATZMAHDOSST-MATZLPHDOSRA-TOCE34 | MATZMAHDOSST-MAL2L PHDOSRA-TORE34 | MATZMAHDOSS T-MAL2LNHDOSRA-TOCE34 | MALZMAHDOSST-MATZLNHDOSRA-TORE34

m Default wire colors

Pin No. @ @
Pin 1 BN - BN —
Pin2 WH
Pin 3 BL — BU -
Pin 4 BK - BK -
Pin 5

FINECABLES ENTERPRISE CO., LIMITED
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M12 D-coding (Ethernet)

FINErs.cs )

M12 D-coding Connector, Molded Cable, Male Straight+Female Straight, Shielded

m Specifications

REF 50.0 REF 50.0
J I Il 2
g | NN 0 1 g
_ MID0 M12x1.0 )

Contacts
Certification

Pin layout(Male)

4

@- CYJV(CYJVT).E321413

Ambient temperature

-20°C ~ +85°C (flexible installation) , -40°C ~ +85°C [fixed installation)

Connector insert TPU

Connector contacts Brass with gold plated
Connector overmold TPU

Coupling nut/screw Zinc alloy with nickel plated
Insulation resistance =100M0

Contact resistance =5mQ

Shielding Available

IP rating IPE7, IPE8 in locked condition
Transmission characteristic CAT5e

Mating endurance =500 cycles

Rated current 4A

Rated voltage 250V AC/DC

Wire gauge 0.34 mm* (AWG 22)

m Part Number

Customized cable ending and length

Pins Cable length PVC PUR
| 2m MAL2ZMSDHDO4ST-MA1ZMSDHDO4ST-20CE34 MALZMSDHDO4ST-MA12MSDHDO4ST-20RE34
4 . 5m MAL2MSDHDO4ST-MAI2MSDHDO4ST-50CB34 MAL2MSDHDO4ST-MAI2MSDHDOAST-50RB34
im MALZMSDHDO4ST-MA12ZMSDHDO4ST-TOCE34 MALZMSDHDO4ST-MA12MSDHDO4ST-TORE34

m Default wire colors

Pin No. @
Pin 1 BN -
Pin 2 WH
Pin 3 BU
Pin 4 B
Shell Braid

10! www.finecables.com FINECABLES ENTERPRISE CO., LIMITED



M12 D-coding (Profinet)
M12 D-coding Connector, Molded Cable, Male Straight+Female Straight, Shielded

REF 50.0 L REF 50.0
) (NN ol ;
3; 9 5
\ [N I )
M12x1.0 M12x1.0
m Specifications
Contacts 4

Certification @ CYJV(CYJIVT).E321413

Pin layout(Male) :;u:_g

-20°C ~ +85°C (flexible installation) , -40°C ~ +85°C (fixed installation)

Ambient temperature

Connector insert TPU
Connector contacts Brass with gold plated
Connector overmold TPU
Coupling nut/screw Zinc alloy with nickel plated o
Insulation resistance =100M0 8
Contact resistance =5mQ B
Shielding Available =
IP rating IP&7, IP68 in locked condition S
Transmission characteristic | CATSe 5
Mating endurance =500 cycles %
Rated current 4A Q
Rated voltage 250V AC/DC 'r%
Wire gauge 0.34 mm’ (AWG 22) o
i
=

m Part Number Customized cable ending and length

Pins Cable length PUR
2m MALZMSDHDO45T-MA12MSDHDD4ST-20RE34
4 [ sm MAL2MSDHDO4ST-MAT2MSDHDO4ST-50RE 4
m MALZMSDHDO4ST-MA12MSDHDO4ST-TORE34

m Default wire colors

Pin No. @

Pin 1 YE

Pin 2 OR
Pin 3 WH

Pin4 BU
Shell Braid

FINECABLES ENTERPRISE CO., LIMITED www.finecables.com! 11
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M12 D-coding (Ethernet)
M12 D-coding Connector, Molded Cable, Male Straight+Male Angled, Shielded

REF 50.0 L REF 38.0
A BN —
=
2 S
H T =
3 =
M12x1.0 o
=
M12x1.0
m Specifications
Contacts 4
Certification ®a CYIV(CYIVT).E321413
Pin layout(Male)
Ambient temperature -20°C ~ +85°C (flexible installation) , -40°C ~ +85°C [fixed installation)
Connector insert TPU
Connector contacts Brass with gold plated
Connector overmold TPU
%) Coupling nut/screw Zinc alloy with nickel plated
ie] Insulation resistance =100M0
o Contact resistance =5mQ
g Shielding Available
o IP rating IPE7, IPE8 in locked condition
‘-3’ Transmission characteristic CAT5e
":,, Mating endurance =500 cycles
Q@ Rated current 47
= Rated voltage 250V AC/DC
r_‘:: Wire gauge 0.34 mm* (AWG 22)
—
=
= m Part Number

Customized cable ending and length

Pins Cable length PVC PUR
[ m MAI2ZMSDHDO4ST-MATZMSDHDO4RA-20CB34 MAIZMSDHDO4ST-MAIZMSDHD04RA-20RB34
4 [ 5m MAI2MSDHDO4ST-MAL2MSDHDO4RA-50CB34 MAI2MSDHDO4ST-MAL2MSDHDOARA-50RB34
7m MAL2MSDHDO4ST-MA12MSDHDO4RA-TOCE34 MAIZMSDHD04ST-MA12MSDHDO4RA-TORB34

m Default wire colors

Pin No. @

Pin 1 BN -
Pin 2 WH

Pin 3 BU
Pin 4 B -
Shell Braid

12 www.finecables.com FINECABLES ENTERPRISE CO., LIMITED



M12 D-coding (Profinet)
M12 D-coding Connector, Molded Cable, Male Straight+Male Angled, Shielded

REF 50.0 L REF 38.0
i Il
3 §
\ (NN 2
M12x1.0 o
m Specifications
Contacts 4

Certification @ CYJV(CYJIVT).E321413

g
Pin layout(Male) C;U:_B

-20°C ~ +85°C (flexible installation) , -40°C ~ +85°C (fixed installation)

Ambient temperature

Connector insert TPU
Connector contacts Brass with gold plated
Connector overmold TPU
Coupling nut/screw Zinc alloy with nickel plated o
Insulation resistance =100M0 8
Contact resistance =5mQ B
Shielding Available =
IP rating IP&7, IP68 in locked condition S
Transmission characteristic | CATSe 5
Mating endurance =500 cycles %
Rated current 4A Q
Rated voltage 250V AC/DC 'r%
Wire gauge 0.34 mm’ (AWG 22) o
i
=

m Part Number

Customized cable ending and length

Pins Cable length PUR
2m MALZMSDHDO4ST-MA12MSDHDO4RA-20RE34
4 [ sm MAL2MSDHDO4ST-MATJMSDHDOARA-50RE 4
m MALZMSDHDO4ST-MA12MSDHDO4RA-TORE34

m Default wire colors

Pin No. @

Pin 1 YE

Pin 2 OR .
Pin 3 WH

Pin4 BU m
Shell Braid

FINECABLES ENTERPRISE CO., LIMITED www.finecables.com! 13
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M12 D-coding (Ethernet)
M12 D-coding Connector, Molded Cable, Male Straight+Female Angled, Shielded

REF 50.0 L REF 38.0
. Tl |

X Q =
| AL 2
M12x1.0 o
) F— 1

" m20~"| oias
m Specifications
Contacts 4

Certification @- CYJV(CYJVT).E321413

Pin layout(Male)

Pin layout(Female) f: <

-20°C ~ +85°C (flexible installation) , -40°C ~ +85°C [fixed installation)

&)

Ambient temperature

i Connector insert TPU
% Connector contacts Brass with gold plated
] Connector overmold TPU
s Coupling nut/screw Zinc alloy with nickel plated
S Insulation resistance =100M0
o Contact resistance =5m(}
] Shielding Available
= IP rating IPE7, IP68 in locked condition
o] Transmission characteristic CAT5e
3 ! :
~ Mating endurance =500 cycles
o Rated current 44
=
_-— Rated voltage 250V AC/DC
Wire gauge 0.34 mm* (AWG 22)

®m Part Number

Pins Cable length PVC PUR
2m MALZMSDHDO45T-MAL12FSDHDO4RA-20CB34 MALZMSDHDO45T-MA12FSDHDO4RA-20RE34
< 5m MALZMSDHDO4ST-MAL2FSDHDO4RA-50CE34 MALZMSDHDO4ST-MA12FSDHDO4RA-50RE34
m MAI2ZMSDHDO45T-MAL12FSDHDO4RA-TOCE34 MALZMSDHDO4ST-MA12FSDHDO4RA-TORE34

m Default wire colors

Pin No. @

Pin 1 BN -
Pin 2 WH

Pin 3 BU
Pin 4 B -
Shell Braid
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M12 D-coding (Profinet)
M12 D-coding Connector, Molded Cable, Male Straight+Female Angled, Shielded

REF 50.0 L REF 38.0
A Il
: = g | @;
L =]
( (NN S
M12x1.0 el
o
/ | — L1
*’ MIZKL0~" | g1
m Specifications
Contacts 4
Certification @ CYIV(CYIVT).E321413
Pin layout(Male)
Pin layout(Female)
Ambient temperature -20°C ~ +85°C (flexible installation) , -40°C ~ +85°C (fixed installation)
Connector insert TPU 2]
Connector contacts Brass with gold plated %
Connector overmold TPU ]
Coupling nut/screw Zinc alloy with nickel plated =
Insulation resistance =100M0 8
Contact resistance | =5m0 o
Shielding Available <l
IP rating IPE7, IP68 in lacked condition -
Transmission characteristic CAT5e 8
Mating endurance | =500 cycles ~
Rated current 44 =
Rated voltage 250V AC/DC =
Wire gauge 0.34 mm* (AWG 22)
® Part Number
Pins Cable length PUR
2m MALZMSDHDO4ST-MAL2FSDHDO4RA-20RE34
4 | 5m MAL2MSDHDO4ST-MAL2FSDHDO4RA-50RE34
m MAL2MSDHDO4ST-MAL2FSDHDO4RA-TORE34

m Default wire colors

Pin No. @

Pin 1 YE

Pin 2 OR .
Pin 3 WH

Pin4 ] BU
Shell Braid

FINECABLES ENTERPRISE CO., LIMITED www.finecables.com! 15



















































www.finecables.com

>

FINECABLES ENTERPRISE CO., LIMITED

Address: No. 54 Changdi Road,Nanmian Community Humen Town
Dongguan City, Guangdong Province

Tel: +86-(0)769-81517898

Fax: +86-(0)769-8504 5467

Email: info@finecables.com

http: //www.finecables.com
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