
PYROTHERM CCS 3-130
Kompakter Infrarot-Kalibrier- und Prüfstrahler

Überblick

Beschreibung

Der Kalibrierstrahler PYROTHERM CCS 3-130 dient der Kalibrierung und Überprüfung von Wärmebildkameras und Pyrometern insbesondere 
beim Vor-Ort-Service. Er beinhaltet drei separate Strahlerflächen, deren Temperaturen jeweils zwischen 30 °C und 130 °C einstellbar sind. 
Ein robustes Gehäuse ermöglicht den Einsatz auch bei rauen Umgebungen. Die Strahlerflächen haben einen hohen Emissionsgrad von 0,98. 
Eine präzise Temperaturregelung garantiert eine hohe Genauigkeit und Stabilität der Strahler.

www.dias-infrared.de

Technische Daten

Strahlertemperatur jeweils 30 °C bis 130 °C in 1 °C-Schritten werksseitig einstellbar

Aperturdurchmesser jeweils 55 mm

Emissionsgrad 1 0,98 ± 0,01

Messunsicherheit 1 0,5 K

Reproduzierbarkeit 0,2 K

Regelzeitstabilität 0,2 K

Regler PID

Aufheizzeit zwischen 5 und 20 Minuten

Kontroll-LEDs für jede Strahlerfläüche: Solltemperatur erreicht (Grün) bzw. noch nicht erreicht (Rot)

Anschlüsse – Hohlstecker-Buchse 5,5 x 2,5 mm zum Anschluss an die Spannungsversorgung
– drei Service-Schnittstellen (je 1x pro Strahlerfläche)

Arbeitstemperatur 0 °C bis 40 °C 2

Lagertemperatur –20 °C bis 70 °C

Abmessungen B × H × T ca. 200 × 230 × 183 [mm], ohne Griff

Gewicht ca. 6,7 kg

Spannungsversorgung 24 V DC, 3 A
1 Gilt für 8 µm bis 14 µm. 2  Maximale Arbeitstemperatur bei Strahlertemperatur < 45 °C: Strahlertemperatur abzüglich 5 °C.
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DIAS Infrared GmbH
Pforzheimer Straße 21
01189 Dresden 
Deutschland

Telefon: +49 351 896 74-0
Telefax: +49 351 896 74-99
E-Mail: info@dias-infrared.de
Internet: www.dias-infrared.de



PYROTHERM CCS 3-130
Compact infrared calibration source/black body

Overview

Description

The calibration source PYROTHERM CCS 3-130 is used to calibrate and check infrared cameras and pyrometers, especially during on-site 
service. It includes three separate radiator surfaces. The temperatures of each radiator surface can be adjusted between 30 °C and 130 °C. 
A robust housing enables use even in harsh environments. The radiator surfaces have a high emissivity of 0.98. Precise temperature control 
guarantees high accuracy and stability of the device.

www.dias-infrared.com

Technical data

Radiator temperature 30 °C to 130 °C each (adjustable in steps of 1 °C, factory-set)

Aperture diameter 55 mm each

Emissivity 1 0.98 ± 0.01

Measurement uncertainty 1 0.5 K

Reproducibility 0.2 K

Control stability 0,2 K

Controler PID

Heat up time between 5 and 20 minutes

Control LEDs for each radiator surface: target temperature reached (Green) or not reached yet (Red)

Connections – Hollow plug socket 5.5 x 2.5 mm for connection to the power supply
– Three service interfaces (1x per radiator surface)

Operating temperature 0 °C to 40 °C 2

Storage temperature –20 °C to 70 °C

Dimensions W × H × D approx. 200 × 230 × 183 [mm], without handle

Weight approx. 6.7 kg

Powr supply 24 V DC, 3 A
1 For 8 µm to 14 µm. 2  Maximum operating temperature for radiator temperature < 45 °C: Radiator temperature minus 5 °C.
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